
3

88

TECHNICAL DATA

Static mixer FIS MR Plus Static mixer FIS UMR

Contents Sales unit

Item Art.-No.  [pcs]

FIS MR Plus 545853 10 static mixer FIS MR Plus 10
FIS UMR 520593 10 static mixer FIS UMR for 585 ml and 1500 ml cartridges 10

FIS EM Plus 390 S HWK big FIS EM Plus 390 S in bucket

Ap
pr

ov
al Languages on the cartridge Contents Sales unit

Item Art.-No. DIBt ETA ICC [pcs]

FIS EM Plus 390 S HWK big 544156  ▯ ■ ▲ EN, ZH, EL, KO, HU, PL 20 cartridges 390 ml, 20 x FIS MR Plus 1
FIS EM Plus 390 S in bucket 544172  ▯ ■ ▲ DE, EN, FR, NL, ES, PT 20 cartridges 390 ml, 20 x FIS MR Plus 1

The above times apply from the moment of contact between resin and hardener in the static mixer.
For installation, the cartridge temperature must be at least +5 °C. For longer installation times, i.e. when interruptions occur in work, the mixer should be replaced.

GELLING AND CURING TIME

Temperature at anchoring base Gelling time Curing time

- 5 °C to - 1 °C 180 min. 200 hrs.
0 °C to + 4 °C 150 min. 90 hrs.

+ 5 °C to + 9 °C 120 min. 40 hrs.
+ 10 °C to + 19 °C 30 min. 18 hrs.
+ 20 °C to + 29 °C 14 min. 10 hrs.
+ 30 °C to + 40 °C  7 min. 5 hrs.
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Epoxy mortar FIS EM Plus


